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Dimensions:

LEDs:

Lumens:

Voltage:

Current:

Connector:

Mounting:

Wire colors:

7.9” x 5” x 1.3”

8

2500 Source Lumens

9 - 14V DC

≈ 1.10A (average) – 1.3A (peak)

9” Pigtail

Surface mount using just (4) screws (included)

Red Wire:     12V DC Power
Black Wire:   Ground
Yellow Wire:  Low Intensity 

Specifications

California Proposition 65
WARNING: This product can expose you to chemicals including lead, which is known to the State of  California to cause cancer, birth defects or other reproductive harm
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TecNiq Inc

K60
6”x4” LED
SCENE LIGHT

K60-0C40-1	

K60-1B00-1	

K60-1C00-1	

K60-SW00-1

K60 Chrome Quad Bezel w/Gasket & Grommets	 1 -

K60 Black Trim and Gasket Kit	 1 -

K60 Chrome Trim and Gasket Kit	 1 -

K60 High Output Scene Light	 1 Pigtail

Part Numbers              Description				               Std	   Connector

See www.TecNiqInc.com for more details and 
a complete list of part numbers.

TecNiq’s K-Series Scene Lighting provides some of the brightest, most efficient scene lighting on the market. With 2500 
Lumens of output, these 6”x4” scene lights can provide extra lighting for emergency vehicles, work truck vehicles, trailers and 
more. Designed, Engineered, and Assembled in the USA.

  Technical features
   Powerful 6”x 4” scene light fits standard mounting holes

   Excellent UV Resistance - Automotive exterior lighting 
   grade polycarbonate

   IP68 Rated for long-term dust and water-intrusion proof

   Meets all NFPA 1901 and Triple K specifications, including 
   upcoming regulations


